
OPTIWAY
Robust, efficient and reliable LED bulkhead

IP 66  IK 10  10kV
Up to

Housing - clear Housing - grey



Key advantages 
•	Designed and manufactured in South Africa

•	Ta of up to 45˚C (Not applicable to all configurations)

•	Robust corrosion-resistant housing and diffuser

•	Latest LED technology with maximised system efficacy

•	Optimised optical distribution

•	Maintenance-free lifespan of 50 000 operating hours

•	Various mounting options available

•	Standard version supplied with 500mm heavy duty, flame retardant, oil 
resistant rubber-sheathed HO7 cable

•	Optional OPTILINK plug-in system for underground mining applications

•	Available in neutral white light (4000K) with a CRI >80

•	Surge protection 3kV/3kA - Optional: 10kV/10kA

•		3-year warranty (Terms and conditions apply)

Characteristics
GENERAL INFORMATION

Testing standard SANS 60598, SANS 62262 

Body Polycarbonate 

Protector Polycarbonate 

Mounting  Strap mounting (standard)  Hook mounting (optional)

Surface mounting (optional) Connect (optional)

Nominal voltage 90-305V – 50Hz (Universal voltage) 230V +3%/-10% - 50Hz

Surge protection 3kV / 3kA 10kV / 10kA (optional) 

Operating temperature range (Ta) -20°C up to +45°C

OPTIWAY

Wattage (up to) 13W

Nominal flux (up to) 1,630lm

Luminaire output flux (up to) 1,434lm

Luminaire efficacy (up to) 110lm/W

Colour temperature 4000K (Neutral white 740)
CRI ≥70

Lifetime of the LEDs @Tq 25°C 50,000h - L80B10

Lifetime of the Driver @Tq 25°C 50,000h ≤10% failure rate

Please consult your sales representative for more information.
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Please consult your sales representative for more information.

OPTILINK

OPTILINK with OPTIWAY Connect

The OPTILINK system is a pre-wired plug-and-play system designed to mount the OPTIWAY Connect at predefined spacings 
by means of a tool-less plug-in system. Each connection box is pre-wired using armoured cable with alternating phase (blue, 
yellow and red) on each one of them. The OPTILINK system is supplied in 100m system lengths. 

Once the OPTIWAY Connect is plugged onto the OPTILINK system, it cannot be removed, thus making it highly vandal- and 
theft-proof.

OPTILINK Cable Assembly



www.beka-schreder.co.za

2026-01

Designed and manufactured by BEKA Schréder (Pty) Ltd

Copyright © BEKA Schréder (Pty) Ltd - Twenty One Industrial Estate - 10 Purlin Street North - Olifantsfontein (South Africa) •  The information, descriptions and illustrations herein are of only an indicative 
nature. Due to advanced developments, we may be required to alter the characteristics of our products without notice. As these may present different characteristics according to the requirements of 
individual countries, we invite you to consult us.


