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Key advantages 
•	Designed and manufactured in South Africa

•	The solar panel can be rotated on both the horizontal and vertical axis to obtain 
the peak radiation available as offered in a specific geographical location

•	The IP 66 box, in which electronic components and the energy source are 
housed, is always situated in the shade behind the solar panel, preventing early 
degradation of components and extending of battery life

•	Designed to operate daily with an output of 11 hours to incorporate appropriate 
dimming profiles according to your needs and application, with optional 
movement sensor where applicable

•	 It has sufficient autonomy to operate reliably at night for up to three consecutive 
overcast or rainy days

•	Optional theft and vandal resistant anti-climbing spikes

•	Specifically engineered for all geographical locations in Africa

•	Long life lithium (LifePO4) energy storage technology, offering up to 8 years 
battery lifetime

•	Circular economy 3-star rating

•	Warranty up to 5 years  (Terms and conditions apply)

Characteristics
GENERAL INFORMATION

Autonomy days 2-3 days

Geographical location Designed and optimised for various locations

Aerodynamic resistance (CxS) 1.18m2 at 40° panel rake angle, including the side mounted energy storage enclosure

Solar module technology / 
Rated lifetime

160W: Polycrystalline photovoltaic module 
25 years / 80%

330W: Monocrystalline 120 cell module
25 years / 80%

Energy storage technology / 
Expected lifetime

Lithium: 5-7 years

System operating voltage 12V DC

Operating temperature range (Ta) -10°C up to +40°C

BEKA SOLAR BEKA SOLAR PREMIUM

Nominal flux (up to) 10,928lm 21,256lm

Nominal efficacy (up to) 184lm/W 227lm/W

Colour temperature 4000K (Neutral white 740)
CRI ≥70

4000K (Neutral white 740)
5700K (Cool white 757)

CRI ≥70

Lifetime of the LEDs @Tq 25°C 60,000h - L90B10 100,000h - L95B10

Please consult your sales representative for more information.
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Designed and manufactured by BEKA Schréder (Pty) Ltd

Copyright © BEKA Schréder (Pty) Ltd - Twenty One Industrial Estate - 10 Purlin Street North - Olifantsfontein (South Africa) •  The information, descriptions and illustrations herein are of only an indicative 
nature. Due to advanced developments, we may be required to alter the characteristics of our products without notice. As these may present different characteristics according to the requirements of 
individual countries, we invite you to consult us.


